
Slot diffuser
Application:  
ź Slot diffusers are used as supply or exhaust air 
       diffusers in HVAC systems.
ź  Slot diffusers have individually adjustable air 
       control elements.
  
Type:  
ź RBS - slot diffuser

Material:  
ź Front plate is made of aluminium powder coated 

RAL 9010 or other RAL colors upon request
ź The baffles are made of plastic in black colour 
ź Plenum box is made of galvanised steel 
Option:
ź The baffles are made of plastic in white colour
 
Fixing:  
ź Fixed by hidden srew to the plenum box 

Accessories:  
ź Plenum boxes with regulator
ź End element
ź Corner element 

L 575 1175 1775 1800 2000

B 40 40 40 40 40

BO 80 80 80 80 80

D 100 100 100 100 125

E - 500 800 800 800

H 150 150 150 150 175

Weight 3,1 3,7 4,2 4,3 4,7

B 80 80 80 80 80

BO 120 120 120 120 120

D 125 125 160 160 160

E - 500 800 800 800

H 175 175 210 210 210

Weight 4,1 5,1 6,2 6,3 6,6

B 120 120 120 120 120

BO 160 160 160 160 160

D 160 160 200 200 200

E - 500 800 800 800

H 210 210 250 250 250

Weight 5,2 6,4 8,0 8,1 8,5

B 160 160 160 160 160

BO 200 200 200 200 200

D 160 160 200 200 200

E - 500 800 800 800

H 210 210 250 250 250

Weight 6,0 7,4 9,3 9,4 9,8
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1. Dimensions of slot diffuser type RBS



2. Selec�on of slot diffuser type RBS

Quick selection 

Q Δp LWA L0,3 Q Δp LWA L0,3 Q Δp LWA L0,3

3[m /h] [Pa] [dBA] [m] 3[m /h] [Pa] [dBA] [m] 3[m /h] [Pa] [dBA] [m]

1 slot 21 2 1 1,1 36 2 2 1,1 64 2 5 1,1

2 slots 41 2 3 1,1 72 2 5 1,1 128 2 8 1,2

3 slots 62 2 5 1,1 108 2 7 1,2 192 2 9 1,2

4 slots 83 2 6 1,2 144 2 8 1,2 256 2 11 1,2

1 slot 62 18 21 1,3 108 18 24 1,3 192 18 26 1,3

2 slots 124 18 24 1,3 216 18 27 1,3 383 17 29 1,4

3 slots 186 18 26 1,3 324 18 29 1,3 575 17 31 1,4

4 slots 248 18 27 1,3 432 18 30 1,4 767 17 32 1,5

1 slot 104 50 32 1,4 180 50 34 1,4 320 50 36 1,5

2 slots 207 50 35 1,4 360 50 37 1,5 639 49 39 1,6

3 slots 311 50 36 1,5 540 49 39 1,5 959 49 41 1,7

4 slots 414 50 37 1,5 720 49 40 1,6 1278 49 42 1,8

1 slot 145 101 38 1,6 252 99 41 1,5 447 100 43 1,6

2 slots 290 100 41 1,6 504 98 44 1,7 895 96 46 1,8

3 slots 435 98 43 1,6 756 97 45 1,8 1342 96 48 2,1

4 slots 580 99 44 1,7 1008 98 47 1,9 1789 96 49 2,4

1 slot 166 133 41 1,6 288 130 43 1,7 511 131 46 1,8

2 slots 331 132 44 1,7 576 129 46 1,8 1022 126 48 2,1

3 slots 497 128 45 1,8 864 127 48 2,0 1534 125 50 2,4

4 slots 662 130 47 1,9 1152 128 49 2,2 2045 126 51 2,9

Q Δp LWA L0,3 Q Δp LWA L0,3 Q Δp LWA L0,3

3[m /h] [Pa] [dBA] [m] 3[m /h] [Pa] [dBA] [m] 3[m /h] [Pa] [dBA] [m]

1 slot 21 3 3 1,7 36 3 5 1,7 64 3 7 1,7

2 slots 41 3 6 1,7 72 3 8 1,7 128 3 10 1,7

3 slots 62 3 7 1,7 108 3 9 1,7 192 3 12 1,7

4 slots 83 3 9 1,7 144 3 11 1,7 256 3 13 1,8

1 slot 62 25 24 1,9 108 25 27 1,9 192 25 29 1,9

2 slots 124 25 27 1,9 216 25 30 2,0 383 25 32 2,0

3 slots 186 25 29 1,9 324 25 31 2,0 575 25 34 2,1

4 slots 248 25 30 2,0 432 25 33 2,0 767 25 35 2,1

1 slot 104 71 34 2,1 180 71 37 2,1 320 71 39 2,2

2 slots 207 71 37 2,1 360 71 40 2,2 639 70 42 2,3

3 slots 311 70 39 2,2 540 70 41 2,3 959 70 44 2,5

4 slots 414 71 40 2,2 720 70 43 2,4 1278 70 45 2,6

1 slot 145 142 41 2,3 252 140 43 2,3 447 141 46 2,4

2 slots 290 141 44 2,3 504 139 46 2,5 895 137 49 2,4

3 slots 435 139 46 2,4 756 138 8 2,6 1342 137 50 3,0

4 slots 580 140 47 2,5 1008 139 49 2,8 1789 137 52 3,3

1 slot 166 186 44 2,4 288 184 46 2,5 511 185 48 2,6

2 slots 331 185 47 2,5 576 183 49 2,7 1022 180 51 3,0

3 slots 497 182 48 2,6 864 181 51 2,9 1534 179 53 3,4

4 slots 662 184 49 2,7 1152 182 52 3,1 2045 179 54 3,9
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In the tables, data is calculated according to average speed between v =2 and v =4 (m/sec) of total surface of the slots. a a

The data is ρ=1,2 (kg/m³) density and as well as in the case of isothermal blowing valid assumption. 
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