
200 250 300 400 500

Q 3[m /h] 113 162 221 365 545

Δp [Pa] 6 6 6 6 6

LWA [dBA] 21,9 23,5 24,8 27,0 28,8

L0,3 [m] 2,0 2,0 2,1 2,1 2,1

Q 3[m /h] 338 486 662 1094 1634

Δp [Pa] 24 24 24 24 24

LWA [dBA] 33,4 35 36,4 38,5 40,3

L0,3 [m] 3,1 3,2 3,4 3,7 4,2

Q 3[m /h] 563 810 1103 1823 2723

Δp [Pa] 54 54 54 54 54

LWA [dBA] 39,6 41,2 42,5 44,7 46,4

L0,3 [m] 4,2 4,6 5,0 6,2 8,2

Q 3[m /h] 900 1296 1764 2916 4356

Δp [Pa] 95 95 95 95 95

LWA [dBA] 44,4 46,0 47,4 49,5 51,3

L0,3 [m] 5,7 6,6 7,8 11,9 20,0

Square diffusers
Application:  
ź Square diffusers are used as supply or exhaust air 
       diffusers in HVAC systems.
ź You can install all types of ceiling system.
  
Type:  
ź RMT - square front face

Fixing:  
ź Fixed by central srew with plastic cap

Material:  
ź Front plate is made of steel powder coated RAL 9010 

or other RAL colors upon request
ź Plenum box is made of galvanised steel 

Accessories:  
ź Plenum boxes without regulator type D
ź Plenum boxes with perforated regulator type DS                                                                                     

1. Dimensions of square front face type RMT

3. Selec�on of swirl diffuser type RMT
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2. Dimensions of the plenum box type DS

H

 L x B

O
 D

~
4

5

12

L B ØD H

[mm] [mm] [mm] [mm]

200 270 270 160 270

250 320 320 200 310

300 370 370 250 360

400 470 470 250 425

500 570 570 315 510

Type

C x C

7
4

4

A x A

502525

A x A C x C Weight

[mm] [mm] [kg]

200 200 300 1,1

250 250 350 1,6

300 300 400 2,1

400 400 500 3,3

500 500 595 4,8

Type
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