
Displacement diffusers
Application:  
ź Displacement diffusers are air system components that can 

admit air into the ventilated room at a low outlet speed due to
their large outlet surface. So the diffusers of this type can be 
placed close to the staying zone. 

ź Type can be fitted to the requirements of interior design due 
to their decorative appearance and choice of exterior.

ź Displacement diffusers are usually used for the supply of 
cooled air, and then the supplied air presses the used warm air 
out of the room. 

ź In the case of such applications, a lower number of air changes 
per hour can be used, which means saving of energy. The 
diffusers are also appropriate for hot-air heating and 
ventilation. Air supply in the staying zone and exhaustion at 
the ceiling exclude the occurrence of  ’air short-circuiting’.
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Ød ØD H weight

[mm] [mm] [mm] [kg]

315 314 500 750 13,6

400 399 600 1000 21,3

500 499 700 1250 31,1

630 629 850 1500 45,8

Type

Ød B T H weight

[mm] [mm] [mm] [mm] [kg]

125 124 350 205 600 4,7

200 199 450 255 800 7,6

250 249 550 315 1000 11,3

315 314 650 375 1200 15,8

400 399 800 460 1500 23,9

500 499 1000 560 1800 35,9

630 629 1260 700 2000 51,2

Type:  
SQ-HR - displacement diffuser - semicircle

1. The range dimensions [mm] and weights [kg] of diffuser type SQ-R

Type:  
SQ-R - displacement diffuser - circular

2. The range dimensions [mm] and weights [kg] of diffuser type SQ-HR
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Material:  
ź The diffusers are made of steel powder coated RAL 9010. 
Option:
ź uppon request other RAL colours is possible

Accessories:  
ź IK covering element - This item has the same appearance as 

the outside of the diffuser and can be used for covering the air 
duct elements that join the diffuser. The necessary length 
must be given with order.

ź SMC meter and control device -This  element can be installed 
into the inlet pipe and serves for the measuring and adjusting 
of the air volume when the system is being set.

ź LP silencer -  This element has the function to damp the 
noises coming from the ventilation plant. Its outside 
appearance suits to the diffuser. 

ź GS footing piece -  The use of this element makes the cleaning 
of the floor easier.                                                                              

Ød R H weight

[mm] [mm] [mm] [kg]

125 124 260 600 4,6

200 199 355 800 8,4

250 249 385 1000 11,2

315 314 450 1500 18,9

400 399 560 1750 27,6

500 499 680 2000 38,7

630 629 800 2000 46,7

Type:  
SQ-RE - displacement diffuser - rectangular

Type:  
SQ-VR - displacement diffuser - corner

3. The range dimensions [mm] and weights [kg] of diffuser type SQ-VR
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4. The range dimensions [mm] and weights [kg] of diffuser type SQ-RE 

Ød B T H weight

[mm] [mm] [mm] [mm] [kg]

125 124 350 200 500 5,2

200 199 600 300 800 13,1

250 249 700 325 900 16,6

315 314 850 375 1000 22,3

400 399 1000 460 1500 38,2

500 499 1250 560 2000 62,1

630 629 1500 690 2000 78,2
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5. The range dimensions [mm] and selec�on of diffuser type SQ-CHR 

Application:  
ź The displacement diffuser with side connection type  SQ-CHR can be built in ceiling.
ź  You can find SF-20 jet nozzles under the perforated covering. The jet nozzles can be adjusted in angle of 30°.
ź The  adjustment and cleaning of the jet nozzles are possible if you remove the screw of the perforated 

covering.

Type:  
SQ-CHR - displacement diffuser
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Air-flow
3[m /h] 500 600 700 800 900 1000 1100 1200 1300 1400 1500

Pressure drop [Pa] 12 17 23 30 37 46 55 65 76 88 101

Sound level [dBA] 15,6 18,6 21,2 23,4 25,4 27,1 28,7 30,1 31,5 32,7 33,8

Air-flow 3[m /h] 1500 1600 1700 1800 1900 2000 2100 2200 2300 2400 2500

Pressure drop [Pa] 46 52 59 66 73 81 89 97 106 115 125

Sound level [dBA] 27,1 28,2 29,2 30,1 31 31,9 32,7 33,5 34,2 34,9 35,6



Selection

6. Air and sound data of the standard sizes according to the average air speed calculated for the cross-sec�on of the connec�ng branch.

SQ-R
315 400 500 630

Q 3[m /h] 281 452 707 1122

Δp [Pa] 7 7 7 7

LWA [dBA] 19,4 21,5 23,5 25,5

L0,3 [m] 0,6 0,6 0,6 0,6

Q
3[m /h] 561 905 1414 2244

Δp [Pa] 12 12 12 12

LWA [dBA] 25,9 27,9 29,9 32,1

L0,3 [m] 1,0 1,0 1,0 0,9

Q 3[m /h] 842 1357 2121 3367

Δp [Pa] 18 18 18 18

LWA [dBA] 30,4 32,4 34,4 36,6

L0,3 [m] 1,36 1,31 1,33 1,36

Q 3[m /h] 982 1583 2474 3928

Δp [Pa] 24 24 24 24

LWA [dBA] 33,2 35,2 37,2 39,3

L0,3 [m] 1,54 1,49 1,53 1,6

Q
3[m /h] 1122 1810 2827 4489

Δp [Pa] 32 31 32 32

LWA [dBA] 35,5 37,5 39,5 41,7

L0,3 [m] 1,7 1,7 1,8 1,9

7. Increase of the zone of 0.3 m/s velocity for the standard sizes in cases of various temperature differences
between the incoming cooled air and the room air, measured at the floor level.

Type 315 400 500 630

2 0,3 0,4 0,5 0,6

3 0,5 0,6 0,8 1

4 0,6 0,9 1,1 1,3

5 0,8 1,1 1,3 1,6

2 0,3 0,3 0,4 0,5

3 0,4 0,5 0,7 0,8

4 0,5 0,7 0,9 1,0

5 0,6 0,9 1,1 1,3

2 0,2 0,3 0,4 0,4

3 0,3 0,4 0,5 0,6

4 0,4 0,6 0,7 0,9

5 0,5 0,7 0,9 1,1

2 0,2 0,3 0,3 0,4

3 0,3 0,4 0,5 0,6

4 0,4 0,5 0,7 0,8

5 0,5 0,7 0,8 1,0

2 0,2 0,3 0,3 0,4

3 0,3 0,4 0,5 0,5

4 0,4 0,5 0,6 0,7

5 0,5 0,6 0,8 0,9
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Selection
SQ-HR

125 200 250 315 400 500 630

Q 3[m /h] 44 113 177 281 452 707 1122

Δp [Pa] 7 7 7 7 7 7 7

LWA [dBA] 21,2 25,3 27,3 29,3 31,4 33,4 35,4

L0,3 [m] 0,4 0,5 0,5 0,5 0,5 0,5 0,5

Q 3[m /h] 88 226 3353 561 905 1414 2244

Δp [Pa] 11 11 11 11 11 11 11

LWA [dBA] 27,3 31,5 33,5 35,6 37,7 39,6 41,8

L0,3 [m] 0,6 0,8 0,8 0,9 0,9 0,9 0,9

Q 3[m /h] 133 339 530 842 1357 2121 3367

Δp [Pa] 16 16 16 17 17 17 17

LWA [dBA] 31,6 35,9 37,9 40,1 42,1 44,1 46,3

L0,3 [m] 0,85 1,14 1,13 1,19 1,19 1,19 1,26

Q
3[m /h] 155 396 619 982 1583 2474 3928

Δp [Pa] 21 22 22 23 23 23 23

LWA [dBA] 34,3 38,7 40,6 42,7 44,8 46,8 49,0

L0,3 [m] 1,09 1,28 12,7 1,35 1,35 1,35 1,48

Q 3[m /h] 176 452 707 1122 1810 2827 4489

Δp [Pa] 28 29 29 30 30 30 31

LWA [dBA] 36,7 41 43 45,1 47,2 49,2 51,4

L0,3 [m] 1,1 1,4 1,4 1,5 1,5 1,6 1,7

8. Air and sound data of the standard sizes according to the average air speed calculated for the cross-sec�on of the connec�ng branch.

9. Increase of the zone of 0.3 m/s velocity for the standard sizes in cases of various temperature differences
between the incoming cooled air and the room air, measured at the floor level.

Type 125 200 250 315 400 500 630

2 0,3 0,4 0,4 0,5 0,7 0,8 0,9

3 0,4 0,5 0,7 0,8 1,0 1,2 1,3

4 0,5 0,7 0,9 1,1 1,4 1,6 1,8

5 0,7 0,9 1,1 1,3 1,7 2,1 2,2

2 0,2 0,3 0,4 0,5 0,6 0,7 0,7

3 0,4 0,4 0,6 0,7 0,9 1,0 1,1

4 0,5 0,6 0,8 0,9 1,1 1,4 1,5

5 0,6 0,7 1,0 1,1 1,4 1,7 1,8

2 0,2 0,3 0,3 0,4 0,5 0,6 0,6

3 0,3 0,4 0,5 0,6 0,7 0,9 9,0

4 0,4 0,5 0,7 0,8 1,0 1,2 1,2

5 0,5 0 0,8 1,0 0,2 1,4 1,5

2 0,2 0,2 0,3 0,4 0,4 0,5 0,6

3 0,3 0,4 0,5 0,5 0,7 0,8 0,8

4 0,4 0,5 0,6 0,7 0,9 1,1 1,1

5 0,5 0,6 0,8 0,9 1,1 1,3 1,4

2 0,2 0,2 0,3 0,3 0,4 0,5 0,5

3 0,3 0,3 0,4 0,5 0,6 0,7 0,8

4 0,4 0,5 0,6 0,7 0,8 1,0 1,0

5 0,5 0,6 0,7 0,8 1,0 1,2 1,3
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Type 125 200 250 315 400 500 630

2 0,3 0,3 0,4 0,7 0,8 0,9 0,8

3 0,4 0,5 0,6 1,0 1,1 1,3 1,2

4 0,5 0,7 0,8 1,3 1,5 1,7 1,5

5 0,6 0,8 1,0 1,6 1,9 2,1 1,9

2 0,2 0,3 0,3 0 0,6 0,7 0,6

3 0,3 0,4 0,5 0,8 0,9 1,0 0,9

4 0,4 0,5 0,6 1,1 1,2 1,3 1,1

5 0,5 0,7 0,8 1,3 1,5 1,7 1,4

2 0,2 0,2 0,3 0,4 0,5 0,5 0,4

3 0,3 0,3 0,4 0,7 0,7 0,8 0,7

4 0,4 0,4 0,5 0,9 1,0 1,1 0,9

5 0,5 0,6 0,7 1,1 1,2 1,3 1,1

2 0,2 0,2 0,2 0,4 0,5 0,5 0,4

3 0,3 0,3 0,4 0,6 0,7 0,7 0,6

4 0,4 0,4 0,5 0,8 0,9 1,0 0,8

5 0,5 0,5 0,6 1,0 1,1 1,2 1,0

2 0,2 0,2 0,2 0,4 0,4 0,4 0,4

3 0,2 0,3 0,3 0,6 0,6 0,7 0,5

4 0,3 0,4 0,4 0,8 0,8 0,9 0,7

5 0,4 0,5 0,6 0,9 1,0 1,1 0,9

125 200 250 315 400 500 630

Q 3[m /h] 44 113 177 281 452 707 1122

Δp [Pa] 7 7 7 7 7 7 7

LWA [dBA] 21,2 25,4 27,3 29,3 31,4 33,5 35,7

L0,3 [m] 0,5 0,6 0,7 0,6 0,7 0,7 0,9

Q 3[m /h] 88 226 3353 561 905 1414 2244

Δp [Pa] 11 11 12 11 11 12 12

LWA [dBA] 27,4 31,7 33,8 35,7 37,8 39,9 42,4

L0,3 [m] 0,9 1,1 1,2 1,1 1,1 1,2 1,5

Q 3[m /h] 133 339 530 842 1357 2121 3367

Δp [Pa] 16 17 17 17 17 18 20

LWA [dBA] 31,8 36,2 38,3 40,1 42,3 44,5 47,3

L0,3 [m] 1,16 1,47 1,63 1,45 1,55 1,69 2,31

Q 3[m /h] 155 396 619 982 1583 2474 3928

Δp [Pa] 22 23 24 23 24 24 27

LWA [dBA] 34,5 38,9 41,0 42,8 45,1 47,2 50,0

L0,3 [m] 1,3 1,6 1,83 1,66 1,77 1,92 2,8

Q
3[m /h] 176 452 707 1122 1810 2827 4489

Δp [Pa] 28 30 31 30 31 32 36

LWA [dBA] 38,9 41,3 43,4 45,2 47,4 49,6 52,4

L0,3 [m] 1,4 1,8 2,0 1,8 2,0 2,2 3,4

Selection
SQ-VR

10. Air and sound data of the standard sizes according to the average air speed calculated for the cross-sec�on of the connec�ng branch.

11. Increase of the zone of 0.3 m/s velocity for the standard sizes in cases of various temperature differences
between the incoming cooled air and the room air, measured at the floor level.
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Type 125 200 250 315 400 500 630

2 0,2 0,3 0,4 0,4 0,6 0,9 0,8

3 0,4 0,5 0,5 0,6 0,9 1,3 1,2

4 0,4 0,7 0,7 0,8 1,3 1,8 1,6

5 0,5 0,8 0,9 1,0 1,6 2,2 2,0

2 0,1 0,3 0,3 0,3 0,5 0,7 0,6

3 0,2 0,4 0,4 0,4 0,7 1,0 0,9

4 0,2 0,5 0,6 0,6 1,0 1,4 1,2

5 0,4 0,7 0,7 0,4 1,2 1,7 1,5

2 0,1 0,2 0,2 0,2 0,4 0,6 0,5

3 0,2 0,3 0,4 0,4 0,6 0,9 7,0

4 0,2 0,4 0,5 0,5 0,8 1,2 1,0

5 0,3 0,6 0,6 0,6 1,0 1,4 1,2

2 0,1 0,2 0,2 0,2 0,4 0,5 0,4

3 0,2 0,3 0,3 0,3 0,6 0,8 0,7

4 0,2 0,4 0,4 0,4 0,7 1,1 0,8

5 0,3 0,5 0,5 0,5 0,9 1,3 1,1

2 0,1 0,2 0,2 0,2 0,3 0,5 0,4

3 0,2 0,3 0,5 0,3 0,5 0,7 0,6

4 0,2 0,5 0,4 0,4 0,7 1,0 0,8

5 0,3 0,5 0,5 0,5 0,8 1,2 1,0

125 200 250 315 400 500 630

Q 3[m /h] 44 113 177 281 452 707 1122

Δp [Pa] 7 7 7 7 7 7 7

LWA [dBA] 21,2 25,3 27,3 29,3 31,4 33,4 35,4

L0,3 [m] 0,7 0,6 0,7 0,8 0,7 0,6 0,7

Q 3[m /h] 88 226 3353 561 905 1414 2244

Δp [Pa] 12 11 12 12 12 12 12

LWA [dBA] 27,8 31,7 33,8 36,0 37,9 39,8 42,2

L0,3 [m] 1,2 1,1 1,2 1,3 1,2 1,1 1,3

Q 3[m /h] 133 339 530 842 1357 2121 3367

Δp [Pa] 18 17 18 18 18 17 19

LWA [dBA] 32,3 36,3 38,4 40,7 42,5 44,3 46,9

L0,3 [m] 1,66 1,46 1,65 1,85 1,65 1,49 1,94

Q 3[m /h] 155 396 619 982 1583 2474 3928

Δp [Pa] 24 23 24 25 24 24 26

LWA [dBA] 35,0 38,9 41,4 43,4 45,2 47,0 49,6

L0,3 [m] 1,9 1,65 1,86 2,01 1,9 1,72 2,33

Q
3[m /h] 176 452 707 1122 1810 2827 4489

Δp [Pa] 31 30 31 33 32 31 34

LWA [dBA] 37,4 41,3 43,5 45,8 47,6 49,4 52

L0,3 [m] 2,0 1,8 2,1 2,4 2,2 2,0 2,8

Selection
SQ-RE

12. Air and sound data of the standard sizes according to the average air speed calculated for the cross-sec�on of the connec�ng branch.

13. Increase of the zone of 0.3 m/s velocity for the standard sizes in cases of various temperature differences
between the incoming cooled air and the room air, measured at the floor level.
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