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Duct grilles

1. Dimensions of duct grilles type SRR [mm]

3. The range dimensions [mm] of grilles type SRR and SRRB

Application:  
ź Duct grilles are used as supply air grilles in normal HVAC
       system to round ducts.
ź With horizontal and manually adjusable plastic baffles. 
  
Type:  
ź SRR - duct grilles with baffles
ź SRRB - duct grilles with baffles and regulator

Fixing:
Directly mountable to circular duct. 
ź Fixed by screw

Material:  
ź  Sheet steel frame painted to RAL 9010
ź  with front side horizontal blades made of black plastic  
Options:
ź or steel powder coated RAL colours
ź white blades

Accessories:  
ź  TSP type volume control damper    
       steel coated RAL 9005    

D H L H1 L1 H2 L2 Slots R

160-400 80 315 75 310 115 350 2 125

160-400 80 415 75 410 115 450 2 125

315-600 115 515 110 510 150 550 2*3 200

315-600 115 615 110 610 150 650 2*3 200

500-800 165 715 160 710 200 750 3*4 315

500-800 165 815 160 810 200 850 3*4 315

630-1250 215 915 210 910 250 950 4*5 400

630-1250 215 1015 210 1010 250 1050 4*5 400
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2. Dimensions of duct grilles type SRRB [mm]
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Selection 

315x80 415x80 515x115 615x115 715x165 815x165 915x215 1015x215

Q 3[m /h] 14 20 54 66 138 158 257 287

Δp [Pa] 0,2 0,2 0,5 0,5 0,8 0,8 1,1 1,4

LWA [dBA] 19,1 20,3 24,0 24,2 27,2 27,3 28,9 29,9

L0,3 [m] 0,5 0,6 0,6 0,6 0,7 0,7 0,8 0,8

Q
3[m /h] 29 39 109 132 275 317 514 573

Δp [Pa] 0,7 0,8 1,7 1,7 3,0 3,0 4,1 5,0

LWA [dBA] 25,8 26,6 30,3 30,5 33,5 33,6 35,2 36,2

L0,3 [m] 0,7 0,7 0,9 0,9 1,0 1,0 1,1 1,2

Q
3[m /h] 57 79 218 264 551 633 1028 1146

Δp [Pa] 2,6 3,0 6,1 6,1 11,1 11,1 15,0 18,4

LWA [dBA] 31,8 32,4 36,2 36,4 39,3 39,4 40,9 41,9

L0,3 [m] 1,0 1,0 1,2 1,2 1,5 1,5 1,9 2,1

Q
3[m /h] 86 118 326 397 826 950 1541 1720

Δp [Pa] 5,5 6,4 13,0 13,1 23,8 23,7 32,1 39,3

LWA [dBA] 35,4 36,2 39,8 39,9 42,8 42,9 44,4 45,4

L0,3 [m] 1,1 1,2 1,5 1,5 2,1 2,1 2,9 3,4
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315x80 415x80 515x115 615x115 715x165 815x165 915x215 1015x215

Q 3[m /h] 14 20 54 66 138 158 257 287

Δp [Pa] 1,4 1,4 1,7 1,7 2,0 2,0 2,3 2,6

LWA [dBA] 19,4 20,3 24,0 24,2 27,2 27,3 28,9 29,9

L0,3 [m] 0,5 0,6 0,6 0,6 0,7 0,7 0,8 0,8

Q 3[m /h] 29 39 109 132 275 317 514 573

Δp [Pa] 5,5 5,6 6,5 6,5 7,8 7,8 8,9 9,8

LWA [dBA] 25,8 26,6 30,3 30,5 33,5 33,6 35,2 36,2

L0,3 [m] 0,7 0,7 0,9 0,9 1,0 1,0 1,1 1,2

Q 3[m /h] 57 79 218 264 551 633 1028 1146

Δp [Pa] 21,8 22,2 25,3 25,3 30,3 30,3 34,2 37,6

LWA [dBA] 31,8 32,7 36,2 36,4 39,3 39,4 40,9 41,9

L0,3 [m] 1,0 1,0 1,2 1,2 1,5 1,5 1,9 2,1

Q 3[m /h] 86 118 326 397 826 950 1541 1720

Δp [Pa] 48,7 49,2 56,2 56,3 67,0 66,9 75,3 82,5

LWA [dBA] 35,4 36,2 39,8 39,9 42,8 42,9 44,4 45,4

L0,3 [m] 1,1 1,2 1,5 1,5 2,1 2,1 2,9 3,4
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4. In the tables, datas of SRR duct grilles are calculated according to grilles frame size average speed 
between va=0,5 and va=3 (m/sec) in the case of isothermal blowing and blowing perpendicular

 to the surface suppose.

5. In the tables, datas of SRRB duct grilles are calculated according to grilles frame size average speed 
between va₌₀,₅ and va₌₃ ₍m/sec₎ in the case of isothermal blowing and blowing perpendicular

 to the surface suppose.


	Page 1
	Page 2

